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Apus Recessed 
Non-Maintained LED Emergency Downlight 

 

 

 

 

 

 

 

 

 

 

 

 

 

Overview 

The Non-Maintained Emergency Downlights are discrete recessed fittings that provide emergency lighting 

only, available as either manual-test, self-test or DALI-2 versions. The manual-test downlights are available 

with a standard lens design with a circular light pattern or a corridor version lens with a beam that is designed 
to emphasis illumination along one axis more than the other, and standard lens design available in white, 
black. 

Features 

• Non-Maintained 

• Three hour rated duration 

• Class II, IP20 

• Recessed mounting 

• Push-wire terminal block included 

• Manual-test version with built-in green status LED indicator 

• Self-test or DALI-2 version with bi-coloured status LED indicator 

• Replaceable internal LiFePO4 battery pack 

APU01R APU01R-BLK 

APU01R/COR 
APU01R/ST 

APU01R/DA 
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Specifications 

Product Code APU01R APU01R-BLK APU01R/COR APU01R/ST APU01R/DA 

Product Description 

Standard 
lens design, 

white, 
manual-test 

Standard lens 
design, black, 
manual-test 

Corridor lens 
design, white, 
manual-test 

Standard lens 
design, white, 

self-test 

Standard lens 
design, white, 

DALI-2 

Input Voltage & Frequency 220-240Vac 50/60Hz 

Maximum Input Power 2.5W 

Maximum Input Current 20mA 

Power Factor 0.5 

Emergency Maximum 
Output Power 

1.5W 

Lighting Luminous Flux N/A 

Emergency Luminous Flux 150lm 130lm 200lm 150lm 150lm 

Protection Class II 

Beam Angle 45° 45° 
25 °Transverse/ 

120 °Axial 
45° 45° 

CCT 6000K 

Lifetime 40000h 

Emergency Conversion 
Time 

<1s 

Emergency Operation  

Time 
3h 

Test Function Manual test Manual test Manual test 
Automatic 

test 

DALI-2 
interface and 

automatic 
test 

Mounting Type Recessed 

Cut-out 50mm 50mm 50mm 58mm 58mm 

Dimensions LxWxH Ø70 mm x 33 mm 

Weight 190g 190g 190g 190g 210g 

Ambient Temperature Range Ta:0 to 50°C 

Battery Model 1IFpR19/66 1.8Ah 3.2V 

Cell Type LiFePO4 18650 3.2V 1800mAh 

Number of cells 1 

Series-parallel Combination 1S1P 
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Rated Battery Capacity 1800mAh 

Rated Battery Voltage 3.2V 

Battery Energy 5.76Wh 

Battery Charge Voltage 3.65±0.1V 

Battery Charge Current Max.250mA 

Battery Discharge Voltage 2.5-3.6V 

Battery Discharge Current 450-480mA 

Battery Charging Time 24h 

Charge Temperature Range 
Tcmin-Tcmax 

0 to 65°C 

Battery Design Life 5 Years at 50℃ 

Max. Storage Time 
12 months 

at +5 °C to +25 °C 

 

Dimensions 
Downlight 

 

 

 

 

 

 

 

 

 

 

 
Emergency Module

 

APU01R 

APU01R-BLK 
APU01R/COR APU01R/ST 

APU01R/DA 
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Wiring Diagram 
Manual-test version: 

 

Self-test version: 

 
DALI-2 version: 

 


